

Turboterm 2020C V11 models
Key Features:

· Exceptionally reliable and compact design occupying minimum space.

· Fully compatible with DEC VT100/VT220 terminals

· DEC VT220 Style  Keyboard

· Double width Double height, Single width Double height & Double width Single height row attributes 
· Blink, Bold, Underline and Reverse video Character attributes in any combination

· Smooth scrolling

· Function Key programming through Setup and by sequence

· User Friendly setup menu to configure terminal’s operating parameters

· Non-Volatile Memory to store terminal settings and user programmed function codes

· Host communication speeds from 75 baud to 38400 baud

· 80 column and 132 column display

· 14” Flat, Antiglare high resolution display

· Blink, Bold, Reverse video, Underline and selective erase character attributes in any combination

· Status line indicating cursor row, column, printer status and time

· Display function mode capable of displaying all control codes

· Support for Centronics Parallel printer and Serial printer

· Clock display.

· 24 or 25 active lines in the display, depending on emulation.

	                                            Specifications

   Turboterm 2020C model - CDOT approved terminal for switching products
Display
Screen
14" Soft white Flat Screen Non-glare CRT
Display Format
24 lines of either 80 column or 132 column plus a status line 
Character formation
80 column : 10 x 16 cell
132 column : 6 x 16 cell 
Resolution
80 column : 800 x 400
132 column : 792 x 400
Character Set
ASCII
DEC Special Graphics
DEC Supplemental
User Definable Character Set
Cursor Attributes
Block/Line; Blink/Steady: On/Off
Character Attributes
Underline, Reverse Video, Bold, Blink, and Selective erase (in any Combination)
Line Attributes
Double Width Double Height
Single Width Double Height 
Double Width Single Height 
Display Mode
Light Characters on Dark background or Dark Characters on Light background
Display Scrolling
Jump or Smooth Scrolling
Keyboard
Physical
DEC VT 220 style 105 keys keyboard 
Function Key
User programmable through setup and by sequence
Key click
Audible or Silent -Selectable in Setup
Host Communication
Type
EIA RS232c with 25 pin D Type connector
Transmission mode 
Full Duplex, Asynchronous
Character Baud rate
75, 110, 134.5, 150, 300, 600, 1200, 1800, 2000,
2400, 4800, 9600, 19200, 38400
Parity
Odd, Even, Mark, Space, None
Word Structure
7 or 8 Data bits; 1 or 2 Stop bits
Handshake Protocol

XON/XOFF, RTS/CTS
Local Printer Support
Type of Printer
Parallel(Centronics) or Serial(Selectable in setup), Serial printer is optional.
Serial Printer Port
Type 
EIA RS232c with 9 pin D Type male connector
Baud rate
75, 110, 134.5, 150, 300, 600, 1200, 1800, 2000,
2400, 4800, 9600, 19200, 38400
Parity
Odd, Even, Mark, Space, None
Word Structure
7 or 8 Data bits; 1 or 2 Stop bits
Handshake Protocol
XON/XOFF
Emulations
Emulations
VT220, VT100, VT52
Modes Of Operation
Operation Mode
Online/Local mode
Display Function mode
Others
Others


User friendly set-up to select terminal settings.
EEPROM to store terminal settings and user programmable function key definitions.
Clock Display
 

Power Requirements
Line Voltage
90-264V AC; 50Hz
Power Consumption
40 Watts Maximum
Physical Specification 
Display console

(Packed)
Dimension
412 x 382 x 394 mm
(H x W x D)
Weight
9.250 Kgs. Max
Keyboard 

(Packed)

Dimension                   60 x 490 x 210mm

                                    (H x W x D)

Weight                         1.8 kgs.

Environmental Specification
Operating Temperature 
5°C to 40°C
 


