

Multilingual Terminal 2000 models
Key Features:

· Exceptionally reliable and compact design occupying minimum space.

· 100% DEC VT220 compatible.

· PC-AT Style 107 Bilingual Keyboard

· Double width Double height, Single width Double height & Double width Single height row attributes 
· Blink, Bold, Underline and Reverse video Character attributes in any combination

· Smooth scrolling

· Function Key programming through Setup and by sequence

· User Friendly setup menu to configure terminal’s operating parameters

· Non-Volatile Memory to store terminal settings and user programmed function codes

· Host communication speeds from 75 baud to 115200 baud

· 80 column and 132 column display

· Blink, Bold, Reverse video, Underline and selective erase character attributes in any combination

· Display function mode capable of displaying all control codes

· Support for Centronics Parallel printer and Serial printer

· Background spooler printing using Auxiliary port

· Language supported:

Indian Scripts  :Devanagiri, Oriya, Bengali, Assamese, Punjabi, Tamil, Malayalam, Gujarati,       

                         Kannada and Telugu.

Perso-Arabic   : Arabic, Urdu, Persian, Kashmiri & sindhi.

Other Scripts   : Russian, Bhutane, Tibetian, Sri Lankan and Thai.

	 
	
                                   Specification 

                             Multilingual Terminal models
Display
Screen
14" Softwhite Flat Screen Nonglare High Resolution CRT 
Display Size
235 mm * 175 mm 
Format
80 Column 
Horizontal Frequency
31.6 Khz 
Vertical Frequency
70 Hz
Resolution
800 pixels * 350 lines 
Number of pages supported 
Two 
Display Format
Data Page
Page Format 
24/25 rows of 80/132 characters each (Status line in 24 rows screen) 
Character Size 
14x9 dot matrix for English Characters. 14 dot high proportionate spacing, Script Characters 
Character Code
ASCII, ISCII-8 and ISCII-7 
Cursor
Blinking, 'L' shaped split able cursor. 
Character Attributes
Underline, Reverse Video, Bold, Blink, and Selective erase (in any combination) 
Line Attributes 
Double width Double height, Double width single height and Single width Double height
Emulation
DEC VT-52, IBM-ANSI, DEC VT100, VT200 and VT300 in ANSI mode. 
Script Page
Page Format
14 lines 
Character Size
24 dot high, proportionate spaced, English and Script characters. 
Character Code
ASCII, ISCII-8 and ISCII-7 
Attributes
Bold, Italics, Highlight, Outline, Shadow, Expand, Underline, Top, Low and any combination of these. 
Cursor 
Blinking vertical line. 
Keyboard
Physical
PC-AT 107 Keys Bilingual Keyboard
Number of keys
107
Programmable Function Keys
88 (F1-F12, Six editing keys and four cursor keys with Shift, Control and Alt combinations)
Host Communication
Type 
EIA RS232C
Baud Rates 
75, 110, 134, 150, 300, 600, 1200,1800, 2000, 2400, 4800, 9600,19200 or 800, 1050, 1076, 4800, 9600, 19200, 28800, 38400, 57600, 115200. 
Parity
Odd,Even, Mark, Space or none.
Stop Bits
1 or 2 
Bits / Character
7 or 8 
Handshake Protocol
Hardware-using CTS/RTS signals Software - using XON/XOFF 
Spooler / Serial Printer Communication
Type
EIA RS232C 
Baud Rates 
75, 110, 134, 150, 300, 600, 1200, 1800, 2000, 2400, 4800, 9600, 19200 or 880, 1050, 1076, 4800, 9600, 19200, 28800, 38400, 57600.
Party
Odd,Even, Mark, Space or none.
Stop Bits 
1 or 2 
Bits / Character
7 or 8 
Protocol for Spooler
Hardware-using CTS/RTS signals Software - using XON/XOFF 
Protocol for Serial Printer 
Only Hardware handshake 
Communication
using CTS/RTS signals. 
Parallel Printer Communication 
Interface
Parallel Centronics 
Printer Support
Drivers
IBM Graphics Compatible Printers, L&T LQ32/I, LQ32/M (Honeywell), Godrej, EpsonFX105, EX-1000, Fujitsu 24- pin DL-3300, DL-3400, LaserJet, Manessmann Tally MT-600 Line Dot Matrix Printer 
Modes
Draft, NLQ,condensed and big, size. 
Others
Operation Modes
Local, Online, Display controller mode
Smooth/Jump scrolling, Light text dark screen/Dark text light screen 
Others
Non-Volatile Memory  to store terminal setup parameters.
Power Requirements
Line Voltage
90-264V AC; 50Hz 
Power Consumption
40 Watts Maximum 
Physical Specification
Display console

(Packed)
Dimension           
n                        412 x 382 x 394 mm
               (H x W x D)
Weight
              9.250 Kgs. Max
Keyboard 

(Packed)

Dimension                   50 x 470 x 190mm

                                    (H x W x D)

Weight                         1.232 kgs.

Environmental Specification
Operating Temperature 
5°C to 40°C 



